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Thls CCTl is appropriately named a‘fter the Tarsier, a small
noct‘urnal primate with ;he |arges;eyes relative to body size
of any llvmg creaturé. Tt}e Tarsier can swivel its head 180
degrees in ‘Both-directions and has the vision, speed and

reflexes to catch prey in pitch darkness.

H Highlights

The Tarsier CCTl is a 24/7 security tool designed for use in
the most challenging security surveillance situations and
environments. Its capability is most effective at night, where
shadows, varying light conditions, fog, smoke and/or terrain
render standard, or even low light CCTV cameras and image
intensifier systems ineffective. Tarsier can also be used during
daylight hours where system constraints limit the number of

sensors available.

The system is built for the harshest conditions. The system
is IP66 certified and has an operating temperature range
from -40°C to +80°C. The sun shroud offers added protection
when the system is positioned to receive direct sunlight. The
housing is made of rugged anodized aluminum for long-term

service.

Tarsier incorporates the latest in Infrared and lens technology.
Reliability and longevity are insured with its FLIR un-cooled,
high-resolution (320 x 240 pixels) infrared microbolometer
sensor, giving 5-years of continuous use. Regular service

requires little more than occasional cleaning.

Optional lenses make the Tarsier adaptable to any short
range (1500m) requirement. (See table on back for details.)
This CCTI offers a number of settings to increase performance
and make it easily adaptable to its operational environment,
including digital 2x zoom, black-hot/white-hot options, and

auto gain control for optimal brightness and contrast.

FLIR is a registered trademark of FLIR Systems, Inc.
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. Tarsier Closed Circuit Thermal Imager (CCTI)

B Applications

The Tarsier can be used anywhere. It excels wherever normal
CCTV and image intensifiers do not meet the requirement.

It can be the optimal indoor or outdoor solution for:

¢ High-security facilities like airports, government
installations, perimeter and perimeter access points.

* Indoor positions where possible lighting failure could
render standard CCTV useless

¢ Anywhere that light conditions render other sensors

ineffective.

H Setup

Installation is quick and simple -- no training required. It will
bolt onto most existing CCTV platforms, and requires only
a standard BNC video connection and 12V DC power to
operate (also comes with a universal mains power adaptor).

M Features

¢ Long service life, low maintenance

¢ Simple installation and Setup

* Rugged and weather-proof

¢ Optional lenses to meet specific requirements
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B Technical Specifications

Sensor Type FLIR Uncooled Vanadium Oxide Microbolometer
Lens 19mm or 50mm
FOV 19mm: 35° (H) x 25° (V)

50mm:17.7° (H) x 13.5° (V)

Focus Factory set at infinity; lens thread mount allows focus adjustment
Image Frequency 9Hz

Digital Zoom 2x

Image Orientation Normal, Invert, Revert, Both Invert and Revert
Polarity Setting White Hot, Black Hot, Rainbow, IceFire

Video Output NTSC or PAL (specify at time of order)
Connector Type BNC for video output

Operating Temperature Range -40°C to +80°C

Power Requirement 12v DC

Power Consumption 1.6W Steady State

Protection Rating IP66

Camera Weight 1.3 kg (with 19 mm lens)

Camera Size 320 mm (L) x 95 mm (W) x 20 mm (H)

Specifications subject to change without notice. Easy installation, waterproof cable gland

Range Tarsier 19 (19mm lens) Tarsier 50 (50mm lens)
Detect Man size object 300 m (88 m for vehicle) 750 m (2200 m for vehicle)
Identify as Man standing 40 m 100 m

Figures may vary according to atmospheric conditions.
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